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Lawrence Co. Ln. to Smithville Rd. 4 67200 19658 20752 0.31 B 4 67200 27709 0.41 B
Smithville Rd. to Business SR 37 4 44100 21536 22165 0.50 C 4 44100 29564 0.67 C
Business SR 37 to Victor Pike 4 44100 19647 18575 0.42 B 4 44100 25921 0.59 C
Victor Pike to Rockport Rd. 4 67200 21357 22786 0.34 B 4 67200 37650 0.56 C
Rockport Rd. to Fullerton Pike 4 67200 27330 0.41 B 4d 44100 40380 0.92 E
Fullerton Pike to Tapp Rd. 4 44100 25305 0.57 C 4 44100 38728 0.88 E
Tapp Rd. to SR 45 4 44100 30174 32783 0.74 D 4 44100 43204 0.98 E
SR 45 to SR 48 4 75600 39561 35908 0.47 B 4 75600 49926 0.66 C
SR 48 to Vernal Pike 4 44100 36702 35495 0.80 D 4 44100 38125 0.86 E
Vernal Pike to SR 45/46 Bypass 4 44100 36204 0.82 D 4 44100 40116 0.91 E
SR 45/46 Bypass to Arlington Rd. ramp 4 44100 25500 26599 0.60 C 4 44100 21126 0.48 B
Arlington Rd. ramp to Acuff Rd. 4 47250 18672 16307 0.35 B 4 47250 21126 0.45 B
Acuff Rd. to Kinser Pike 4 47250 14525 0.31 B 4 47250 19703 0.42 B
Kinser Pike to N. Walnut St. (Bus. 37) 4 47250 17899 15287 0.32 B 4 47250 22637 0.48 B
N. Walnut St. to Sample Rd. 4 67200 26125 27852 0.41 B 4 67200 37542 0.56 C
Sample Rd. to Chambers Pike 4 67200 24653 25965 0.39 B 4 67200 34672 0.52 C
Chambers Pike to Morgan Co. Line 4 67200 23120 24240 0.36 B 4 67200 32171 0.48 B

Greene Co. Ln. to Garrison Chapel Rd. 2 24676 13413 14194 0.58 C 2 24676 13949 0.57 C
Grarrison Chapel to Leonard Springs 2 rural 24676 16114 18157 0.74 D 2 rural 24676 18045 0.73 D

Leonard Springs Rd. to Airport Rd. 2 rural 24676 18158 17764 0.72 D 2 rural 24676 16840 0.68 C
Airport Road to Curry Pike 4 44100 17699 0.40 B 4 44100 17348 0.39 B
Curry Pike to Liberty Dr. 4 44100 14667 0.33 B 4 44100 15865 0.36 B
Liberty Dr. to SR 37 4 44100 20251 23282 0.53 B 4 44100 25756 0.58 C

SR 37 to Basswood Dr. 4 44100 22533 0.51 C 4 44100 22243 0.50 C
Basswood Dr. to Weimer Rd. 2 26776 20418 20014 0.75 D 2 26776 21335 0.80 D
Weimer Rd. to Allen St. 2 26776 18793 19736 0.74 D 2 26776 23348 0.87 E
Allen St. to Landmark Ave. 2 23100 18643 17166 0.74 D 2 23100 18244 0.79 D
Landmark Ave. to Adams St. 2 23100 15782 0.68 C 2 23100 18401 0.80 D
Adams St. to Patterson Dr. 2 23100 20195 14532 0.63 C 2 23100 16803 0.73 D
Patterson Dr. to Walker St. 2 23100 20743 0.90 E 2 23100 23727 1.03 E
Walker St. to Rogers St. 2 23100 16328 20596 0.89 E 2 23100 22633 0.98 E
Rogers St. to College Ave. (Bus.SR 37) 2 22050 13156 14919 0.68 C 2 22050 19797 0.90 E
College Ave. to Walnut St. (Bus.SR 37) 2 22050 12572 9728 0.44 B 2 22050 10360 0.47 B

Year 2000 Existing Network

SR 45

Bloomfield Rd. 
(2nd Street)

SR 37

(unacceptable LOS in pink--> minimum acceptable LOS = D in urban areas and C in rural areas)   
Table 2:  Year 2030 Congested Facilities for Existing-Plus-Committed Roadway Network
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SR 45/46 Bypass to Pete Ellis Dr. 2 23100 16697 18611 0.81 D 4d 29576 19849 0.67 C
Pete Ellis Dr. to John Hinkle Pl. 2 23100 19362 0.84 D 2 23100 19883 0.86 E
John Hinkle Pl. to Smith Rd. 2 26776 9263 13128 0.49 B 2d 23100 13467 0.58 C
Smith Rd. to Russell Rd. 2 26776 11888 0.44 B 2d 23100 13076 0.57 C
Russell Rd. to Brown Co. Line 2 24676 6148 10260 0.42 B 2 24676 11491 0.47 B
Owen Co. Line to Maple Grove Rd. 2 24676 13760 14613 0.59 C 2 24676 23313 0.94 E
Maple Grove Rd. to Matthews St. 2 26776 16112 17046 0.64 C 4d 44100 27931 0.63 C
Matthews St. to Hartstraight Rd. 2 rural 26776 21537 20090 0.75 D 4d urban 44100 34282 0.78 D
Hartstraight Rd. to Ridgewood Dr. 2 26776 16222 0.61 C 4d 44100 23946 0.54 C
Ridgewood Dr. to Union Valley Rd. 2 23100 16677 0.72 D 4d 44100 30043 0.68 C
Union Valley Rd. to Smith Pike 2 23100 25113 19471 0.84 D 4d

44100 38542 0.87 E

Smith Pike to Shelburne Dr. 2 23100 19974 0.86 E 2 23100 11635 0.50 C
Shelburne Dr. to Maple Grove Rd. 2 rural 26776 19461 21042 0.79 D 2 26776 12724 0.48 B
Maple Grove Rd. to Hunter Rd 2 rural 26782 21382 0.80 D 2 26782 15325 0.57 C
Hunter Road to 17th Street 2 24676 12124 12932 0.52 C 2 24676 19061 0.77 D

Hunter Rd. Arlington Rd. to SR 37 (ramp) 2 11032 12560 11879 1.08 F 2 11032 8718 0.79 D

Smith Pike to Arlington Rd. 4d 44100 40224 0.91 E
Arlington Rd. to Curry Pike Extension 4d 44100 32312 0.73 D
Curry Pike Ext. to SR 37 SB Ramps 4d 44100 33577 0.76 D
SR 37 SB Ramps to SR 37 NB Ramps 4d

44100 43826 0.99 E

SR 37 to Rogers Street 4 44100 21270 28955 0.66 C 4 44100 42438 0.96 E
Rogers St. to Business SR 37 4 44100 25647 36373 0.82 D 4 44100 51560 1.17 F
Business SR 37 to Dunn St. 2 23100 22298 32237 1.40 F 4d 44100 44627 1.01 F
Dunn St. to Fee Lane 2 23100 27877 1.21 F 4d 44100 47306 1.07 F
Fee Lane to 17th Street 2 23100 20801 22490 0.97 E 4d 44100 40495 0.92 E
17th Street to 10th Street 2 23100 26893 25762 1.12 F 4d 44100 46495 1.05 F
10th Street to 3rd Street 2 23100 20342 23411 1.01 F 4d

44100 43771 0.99 E

College Mall Rd. to Pete Ellis Dr. 4 44100 32004 0.73 D 4 44100 40464 0.92 E
Pete Ellis Dr. to Clarizz Blvd. 4 44100 20380 26045 0.59 C 4 44100 34941 0.79 D
Clarizz Blvd. to Smith Rd. 4 44100 20424 22140 0.50 C 4 44100 29377 0.67 C
Smith Rd. to SR 446 (Knight Rd.) 4 44100 12684 12481 0.28 A 4 44100 17389 0.39 B
SR 446 to Kerr Creek Rd. 2 23100 9419 8657 0.37 B 2 23100 12427 0.54 C
Kerr Creek Rd. to Brown Co. Line 2 24676 7573 8693 0.35 B 2 24676 12480 0.51 C

SR 46 (new) 

SR 45/46 
Bypass

SR 46 (3rd 
Street)

SR 46

Arlington Rd. 
(Old SR 46)

SR 45

Source:  Bernardin-Lochmueller Associates, Inc.
2 of 7 

10/28/2005 12:21 PM
S:/project/105-0014BloomTA/PL04Review Alternatives/

E+C_Congested Facilities.xls E+C 2030



DRAFT DRAFT DRAFT

Corridor/Route Segment
Thru 

Lanes

Daily 
Capacity 
(LOS E)a

Daily Traffic 
Countb

Daily Traffic 
Assignment

V/C 
Ratio LOSc

Thru 
Lanes

Daily 
Capacity 
(LOS E)a

Daily Traffic 
Assignment

V/C 
Ratio LOSc

Year 2000 Existing Network
(unacceptable LOS in pink--> minimum acceptable LOS = D in urban areas and C in rural areas)   

Table 2:  Year 2030 Congested Facilities for Existing-Plus-Committed Roadway Network

Year 2030 Existing-Plus-Committed Network

SR 43 to Hartstraigth Road 2 24676 7481 6994 0.28 A 2 24676 4509 0.18 A
Hartstraight Rd. to Profile Parkway 2 24676 19886 0.81 D 4d 44100 16058 0.36 B
Profile Parkway to Hickory Dr. 2 23100 14344 18738 0.81 D 4d 44100 24207 0.55 C
Hickory Dr. to Curry Pike 4 44100 19442 0.44 C 4 44100 24731 0.56 C
Curry Pike to Liberty Dr. 4 44100 33603 0.76 D 4 44100 42619 0.97 E
Liberty Dr. to Gates Dr. 4 44100 31579 0.72 D 4 44100 39455 0.89 E
Gates Dr. to SR 37 4 44100 42019 41888 0.95 E 4 44100 50926 1.15 F

SR 37 to Kimble Dr. 4 44100 23907 22295 0.51 C 4 44100 36423 0.83 D
Kimble Dr. to Johnson St. 2 23100 20342 20736 0.90 E 4d 44100 33496 0.76 D
Johnson St. to Landmark Ave. 2 23100 19569 20484 0.89 E 4d 44100 33310 0.76 D
Landmark Ave. to Patterson Dr. 4 46200 21769 0.47 B 4d

44100 31539 0.72 D

Adams St. Patterson Dr. to Kirkwood Ave. 4 37800 19023 0.50 C 4 37800 27488 0.73 D
Adams St. to Waldron St. 4 37800 15482 0.41 B 4 37800 22836 0.60 C
Waldron St. to Rogers St. 2 23100 13248 17246 0.75 D 2 23100 23588 1.02 F
Rogers St. to College Ave. (Bus.SR 37) 2 22050 14135 0.64 C 2 22050 15414 0.70 D
College Ave. to Walnut St. (Bus.SR 37) 2 22050 9599 0.44 B 2 22050 9704 0.44 B
Rogers St. to College Ave. (Bus.SR 37) 4 44100 7733 6750 0.15 A 4 44100 9362 0.21 A
College Ave. to Walnut St. (Bus.SR 37) 4 44100 13752 15635 0.35 B 4 44100 19474 0.44 B
Walnut St. to Dunn St. 4 44100 17853 23149 0.52 C 4 44100 28004 0.64 C

3rd St. to Henderson St. 2 13388 11824 14327 1.07 F 2 13388 15892 1.19 F
Henderson St. to Woodlawn Ave. 2 18900 14579 0.77 D 2 18900 16070 0.85 E
Woodlawn Ave. to Jordon Ave. 2 18900 13956 ('98) 14240 0.75 D 2 18900 15659 0.83 D
Jordon Ave. to Mitchell St. 2 18900 11593 11178 0.59 C 2 18900 14833 0.78 D
Mitchell St. to High St. 2 11026 5517 8079 0.73 D 2d

18900 15102 0.80 D

High St. to Union St. 4 46200 21870 0.47 B 4 46200 16331 0.35 B
Union St. to Mitchell St. 2 23100 20815 15521 0.67 E 2d 18900 13896 0.74 D
Mitchell St. to Jordon Ave. 2 18900 11978 0.63 C 2 18900 13627 0.72 C
Jordon Ave. to Woodlawn Ave. 2 18900 13669 ('98) 15174 0.80 D 2 18900 17015 0.90 D
Woodlawn Ave. to Indiana Ave. 2 18900 14776 0.78 D 2 18900 16032 0.85 E
Indiana Ave. to Dunn St. 2 22050 12200 0.55 C 2 22050 13427 0.61 C

High St. to Woodcrest Rd. 4 44100 26831 0.61 C 4 44100 29519 0.67 C
Woodcrest Rd. to Mall Rd. 4 44100 21511 24125 0.55 C 4 44100 27063 0.61 C
SR 37 to Rogers Street 2 11550 7415 7418 0.64 C 2 11550 8524 0.74 D

SR 48 
(Whitehall Pike)

3rd Street

Kirkwood 
Avenue

3rd Street

3rd Street 

3rd Street (one-
way westbound 

Mitchell St.)

Atwater Avenue 
(one-way 

eastbound to 
Mitchell St.)
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Rogers Street to Church Ln. 2 11550 6965 0.60 C 2 11550 7914 0.69 C
Church Ln. to Rhorer Rd. 2 23100 11970 ('02) 9385 0.41 B 2 23100 10720 0.46 B
Rhorer Rd. to Willow Rd. 2 23100 17780 ('02) 13063 0.57 C 2 23100 16704 0.72 D
Willow Rd. to Hillside Dr. 4 44100 23728 17554 0.40 B 4 44100 23085 0.52 C
Hillside Dr. to Grimes Ln. 4 44100 25254 ('97) 24846 0.56 C 4 44100 31822 0.72 D
Grimes Ln to Dodds St. 4 44100 21519 20830 0.47 B 4 44100 25386 0.58 C

Dodds St. to 1st St. 2 18900 13487 10640 0.56 C 2 18900 13334 0.71 D
1st St. to 2nd St. 2 18900 11159 0.59 C 2 18900 12270 0.65 C
2nd St. to 3rd St. 2 18900 16244 13487 0.71 D 2 18900 16001 0.85 E
3rd. St. to Kirkwood Ave. 2 27300 18085 0.66 C 2 27300 19013 0.70 D
Kirkwood Ave. to 7th St. 2 27300 19783 0.72 D 2 27300 20874 0.76 D
7th St. to 10th St. 2 27300 18357 0.67 C 2 27300 19260 0.71 D
10th to 11th St. 2 18900 17102 0.90 E 2 18900 19880 1.05 F
11th St. to 17th St. 2 18900 12579 16566 0.88 E 2 18900 18629 0.99 E
17th St. to Cascade Rd. 2 18900 14882 11105 0.59 C 2 18900 12477 0.66 C

Cascade Rd. to 17th St. 2 18900 14237 9293 0.49 B 2 18900 12127 0.64 C
17th St. to 11th St. 2 18900 13512 15955 0.84 D 2 18900 18240 0.97 E
11th St. to 10th St. 2 18900 17023 0.90 E 2 18900 19977 1.06 F
10th St. to 7th St. 2 27300 16298 ('98) 17348 0.64 C 2 27300 20178 0.74 D
7th St. to Kirkwood Ave. 2 27300 16678 20095 0.74 D 2 27300 21629 0.79 D
Kirkwood Ave. to 3rd St. 2 27300 16449 18035 0.66 C 2 27300 20605 0.75 D
3rd St. to 2nd St. 2 27300 16127 15184 0.56 C 2 27300 18809 0.69 C
2nd St. to 1st. St. 2 18900 11852 ('04) 11919 0.63 C 2 18900 14962 0.79 D
1st St. to Dodds St. 2 18900 12310 ('98) 10024 0.53 C 2 18900 12682 0.67 C
Cascade Rd. to SR 45/46 Bypass 4 44100 17174 19445 0.44 B 4 44100 23548 0.53 C
SR 45/46 Bypass to Fritz Rd. 4 44100 16947 0.38 B 4 44100 18884 0.43 B
Fritz Rd. to Old SR 37 (Cascade Rd.) 2 23100 15790 ('02) 14675 0.64 C 2 23100 16622 0.72 D
Old SR 37 (Cascade) to Whisnand Rd. 2 24676 12202 0.49 B 2 24676 14932 0.61 C
Whisnand Rd. to SR 37 2 24676 8536 13433 0.54 C 2 24676 16655 0.67 C

Airport Road to SR 48 2 7350 2426 1323 0.18 A 2 7350 1109 0.15 A
SR 48 to Vernal Pike 2 5250 4888 5392 1.03 F 2 5250 4338 0.83 D
Vernal Pike to Woodyard Rd. 2 5250 4830 4779 0.91 E 2 5250 4395 0.84 D
Woodyard Rd. to SR 46 2 10746 5265 6085 0.57 C 2 10746 7038 0.65 C
Fullerton Pike to Tapp Rd. 2 10746 5315 5024 0.47 B 2 10746 5159 0.48 B

Walnut St. (one-
way 

northbound)

College Ave. 
(one-way 

southbound)

Hartstraight 
Road

Leonard 

Business SR 37 

Business SR 37 
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Tapp Rd. to SR 45 2 23100 9007 9152 0.40 B 2 23100 11975 0.52 C

SR 45 to Constitution Ave. 2 23100 10893 12190 0.53 C 4d 44100 14183 0.32 B
Constitution Ave. to SR 45 4 44100 15557 0.35 B 4 44100 25197 0.57 C
SR 45 to Jonathan Dr. 4 44100 9389 0.21 A 4 44100 27477 0.62 C
Jonathan Dr. to Vernal Pike 2 7876 13662 ('03) 8756 1.11 F 4d 44100 35638 0.81 D
Vernal Pike to Woodyard Rd. 2 5250 6345 1.21 F 4d

44100 32592 0.74 D

Smith Pike Woodyard Rd. to SR 46 2 7876 5178 0.66 C 2 7876 6411 0.81 D
SR 45 to Constitution Ave. 2 11550 8457 0.73 D 2d 11550 9982 0.86 E
Constitution Ave. to SR 45 2 11550 3678 0.32 B 2d

11550 5427 0.47 B
Kirkwood Ave. to Vernal Pike 2 9450 9446 1.00 E 2 9450 10204 1.08 F
Vernal Pike to 11th St. 2 7876 1838 3711 0.47 B 2 7876 3902 0.50 C
Business SR 37 to Church Ln. 2 11026 1139 965 0.09 A 2 11026 2041 0.19 A
Church Ln. to That Road 2 11026 583 0.05 A 2 11026 1094 0.10 A
That Road to Gordon Pike 2 11026 4398 0.40 B 2 11026 7575 0.69 C
Gordon Pike to Country Club Road 2 7876 5185 3859 0.49 B 2 7876 6582 0.84 D
Country Club Rd. to Rockport Rd. 2 9450 7525 3455 0.37 B 2 9450 5229 0.55 C
Rockport Rd. to Patterson Dr. 2 9450 10977 ('98) 7536 0.80 D 2 9450 11063 1.17 F
Patterson Dr. to 1st St. 2 9450 8264 6458 0.68 C 2 9450 7684 0.81 D
1st St. to 2nd St. 2 9450 7627 0.81 D 2 9450 9827 1.04 F
2nd St. to 3rd St. 2 8400 9343 1.11 F 2 8400 10134 1.21 F
3rd St. to Kirkwood Ave. 2 11550 12,687 ('04) 9891 0.86 E 2 11550 12970 1.12 E
Kirkwood Ave. to 7th St. 2 11550 11580 ('04) 8616 0.75 D 2 11550 12673 1.10 F
7th St. to 11th St. 2 7875 10079 ('98) 6009 0.76 D 2 7875 8040 1.02 F
11th St. to 17th St. 2 10500 7949 0.76 D 2 10500 9811 0.93 E

17th St. to SR 45/46 Bypass 2 17326 10411 0.60 C 2 17326 14499 0.84 D
SR 45/46 Bypass to Acuff Rd. 2 17326 8912 0.51 C 2 17326 12626 0.73 D
Acuff Rd. to SR 37 2 7350 570 2753 0.37 B 2 7350 6174 0.84 D
Church Ln. to Rhorer Rd. 2 7876 4338 2668 0.34 B 2 7876 5037 0.64 C
Rhorer Rd. to Willow Rd. 2 9450 2105 0.22 A 2 9450 3224 0.34 B
Winslow Road to Hillside Dr. 2 17326 9198 ('98) 16507 0.95 E 2 17326 17453 1.01 F
Hillside Dr. to Grimes Ln. 2 17326 8231 ('03) 10420 0.60 C 2 17326 10790 0.62 C
Grimes Ln to 1st St. 2 7876 6254 6648 0.84 D 2 7876 7597 0.96 E
1st St. to 3rd St. 2 22050 13219 0.60 C 2 22050 12077 0.55 C

Kinser Pike

Rogers Street

Springs Rd.

Curry Pike

Adams St.

Liberty Dr.

Henderson 
Street

Source:  Bernardin-Lochmueller Associates, Inc.
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Indiana Ave. 12th St. to 13th St. (under RR) 2 11026 11281 1.02 F 2 11026 12642 1.15 F
3rd St. to 7th St. 2 11026 3607 9649 0.88 E 2 11026 7265 0.66 C
7th St. to 10th St. 2 11026 6838 ('04) 9625 0.87 E 2 11026 8159 0.74 D
3rd St. to 2nd St. 4 44100 20141 22138 0.50 C 4 44100 30780 0.70 D
2nd St. to Convenanter Dr. 2 23100 23393 18880 0.82 E 4d 44100 24523 0.56 C
Convenanter Dr. to Hillside Dr. 2 17326 11823 0.68 C 4d

44100 16220 0.37 B
Arlington Rd./Monroe St. to Rogers St. 2 17326 14558 0.84 D 2 17326 21282 1.23 F
Rogers St. to College Ave. (Bus.SR 37) 2 17326 13420 0.77 D 2 17326 17076 0.99 E
College Ave. to Walnut St. (Bus.SR 37) 2 17326 16554 ('98) 10555 0.61 C 2 17326 13898 0.80 D
Walnut St. to Dunn St. 2 14700 11708 ('98) 8541 0.58 C 2 14700 10372 0.71 D
Dunn St. to Indiana Ave. 2 14700 8054 0.55 C 2 14700 8568 0.58 C
Indiana Ave. to Fee Lane 2 17326 15156 ('98) 8987 0.52 C 2 17326 9722 0.56 C
Fee Lane nto Jordon Ave. 2 11026 6677 3865 0.35 B 2 11026 5013 0.45 B
Jordan Ave.to SR 45/46 Bypass 2 11026 5951 3271 0.30 B 2 11026 6540 0.59 C
Thomas Rd. to Hartstraight Rd. 2 7350 2493 3117 0.42 B 2 7350 5297 0.72 D
Hartstraight Rd. to Smith Rd. 2 7350 1324 4688 0.64 C 2 7350 8248 1.12 F
Smith Rd. to Curry Pike Extension 2 5250 4967 0.95 E 2d 11550 14625 1.27 F
Curry Pike Extension to Vernal Pike 2 5250 3130 5281 1.01 F 2 5250 8395 1.60 F
Hartstraight Road to Loesch Road 2 5250 933 0.18 A 2 5250 3208 0.61 C
Loesch Road to Curry Pike 2 5250 1109 0.21 A 2d 17326 4535 0.26 A
Curry Pike to Woodyard Rd. 2 7876 4675 6310 0.80 D 2d 17326 4611 0.27 A
Woodyward Rd. to SR 37 2 11550 12656 1.10 F 2d 11550 13081 1.13 F
SR 37 to 11th Street 2 11550 7572 8321 0.72 D 2 11550 11234 0.97 E

Vernal Pike to Adams St. 2 7876 3646 0.46 B 2 7876 4881 0.62 B
Adams St. to Rogers St. 2 7876 4147 5310 0.67 C 2 7876 6957 0.88 E
Rogers St. to College Ave. (Bus.SR 37) 2 16276 4092 4265 0.26 A 2 16276 6667 0.41 B
College Ave. to Walnut St. (Bus.SR 37) 2 16276 3382 0.21 A 2 16276 4780 0.29 A

College Ave. to Walnut St. (Bus.SR 37) 2 23100 4581 0.20 A 2 23100 5042 0.22 B
Walnut St. to Dunn St. 2 7876 9126 10260 1.30 F 2 7876 7961 1.01 F
Dunn St. to Indiana Ave. 2 23100 9752 0.42 B 2 23100 13024 0.56 C
Indiana Ave. to Fee Lane 2 23100 12626 13452 0.58 C 2 23100 17223 0.75 D
Fee Lane to Jordon Ave. 2 23100 21179 0.92 E 2 23100 20567 0.89 E
Jordon Ave. to Union St. 2 23100 16432 ('98) 18754 0.81 D 2 23100 16648 0.72 D
Union St. to SR 45/46 Bypass 2 23100 11117 17269 0.75 D 2 23100 19231 0.83 D

Vernal Pike

11th Street

10th Street

Woodyard 
Road

Union St.

College Mall 
Road

17th Street
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Rogers St. to Walnut St. 2 17326 10621 14015 0.81 D 2 17326 18749 1.08 F
Walnut St. to Henderson St. 2 7876 8533 1.08 F 2 7876 7964 1.01 F

Walnut St. to Henderson St. 2 17326 8269 ('03) 9768 0.56 C 2 17326 12118 0.70 D
Henderson St. to Woodlawn Ave. 2 17326 12271 ('98) 10381 0.60 C 2 17326 11673 0.67 C
Woodlawn Ave. to High St. 2 17326 11503 12386 0.71 D 2 17326 13676 0.79 D
High St. to College Mall Rd. 2 17326 12496 8644 0.50 C 2 17326 10004 0.58 C

College Mall Rd. to Clarizz Blvd. 2 11550 8871 10414 0.90 E 2 11550 11021 0.95 E
Clarizz Blvd. to Smith Rd. 2 7876 5781 ('98) 7484 0.95 E 2 7876 8365 1.06 F
Smith Rd. to SR 446 (Knight Rd.) 2 7876 4971 3310 0.42 B 2 7876 4244 0.54 C
Leonard Springs Rd. to SR 37 2 17326 10714 0.62 C 2 17326 12117 0.70 D
SR 37 to Weimer Rd. 2 17326 12657 12576 0.73 D 4d 44100 15315 0.35 B
Weimer Rd. to Rockport Rd. 2 10500 13188 11787 1.12 F 2 10500 11744 1.12 F

Rockport Rd. to Rogers St. 2 9450 12409 11517 1.22 F 2 9450 10259 1.09 F
Rogers St. to Business SR 37 2 10500 12349 1.18 F 2 10500 11574 1.10 F

Business SR 37 to Henderson St. 2 17326 16424 0.95 E 2 17326 16121 0.93 E
Henderson St. to Highland Ave. 2 17326 13394 13489 0.78 D 2 17326 12670 0.73 D
Highland Ave. to High St. 2 17326 10018 12069 0.70 D 2 17326 11989 0.69 C

High St. to Sare Rd. 2 7876 7760 8099 1.03 F 2 7876 8940 1.14 F
Sare Rd. to Smith Rd. 2 7876 3706 7217 0.92 D 2 7876 7727 0.98 E
SR 37 to Rockport Rd. 2 7350 3291 0.45 B 2 7350 6303 0.86 E
Rockport Rd. to Rogers St. 2 7350 2960 3948 0.54 C 2 7350 6738 0.92 E

Notes:
b)  Most traffic counts are year 1999.

c)  LOS Table -------------------------------------------> LOS max V/C 
    (K-factor about 8% and D-factor about 55%) A 0.29
    (see Indiana Reference Modeling System: B 0.49
      Users Manual: INDOT, March 1996 for C 0.69
       factors by functional class. D 0.84

E 1.00
d)  Committed roadway improvements (yellow shading).  If the number of through lanes is the same as existing and the capacity changes, 
     a traffic signal may have been added; or continous center left-turn lane or turn lanes may have be added; 
     or the direction of traffic flow may have been changed.

a)  The daily capacity of a roadway depends upon the facility classification, area type, number of 
lanes, lane  and median width,  posted speed, segment length and traffic signal priority.

That Road

Winslow Road

Hillside Drive

Grimes Lane

Moores Pike

Rogers Road

Tapp Road

Country Club 
Road

Source:  Bernardin-Lochmueller Associates, Inc.
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